
FEATURES
Easy to implement•
High vacuum seal•
Ordinary maintenance required (greasing)•
Pneumatically operated•
Leak rate tested•
Compatible with 90° connections•
1/8" NPT port•

 COMPATIBLE LINES KF | ISO-KF | NW | QF | ISO-QF
 STANDARDS PNEUROP 6606 | DIN 28403 | ISO 2861
 COMPATIBLE DN 16 | 25 | 40 | 50
 LEAK RATE [mbar*l/s] 1x10-7

MAIN BODY, FLANGES AND SCREWS

MATERIAL AISI 304 | 1.4301 | X5 CrNi 18 10

OPERATING TEMPERATURE RANGE [°C] -200 / +860

O-RING

MATERIAL  FKM |Viton® | FPM

OPERATING TEMPERATURE RANGE [°C] -15 / +200

HARDNESS,  Shore A 3s 75

VALVE COVER

MATERIAL  ALUMINUM 

OPERATING TEMPERATURE RANGE [°C] -200 / +200

SHEET N° DRAWING TYPE

Technical 
Data Sheet

S10-11091-STPneumatic 90° valve with bellows shutter KF

www.streas.com
WEBSITE

PRODUCT TYPE

VALVE

PAGE
1/1

Thanks to our continuous product improvement program, the specifications are subject to change without notice.
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